
 
ARCHERY EQUIPMENT & RANGE ​

​ INSPECTION CHECKLIST SAMPLE 
 
 
BOWS (COMPOUND) 

​ Idler wheel intact, no cracks, bends and string properly seated 
​ Upper limb not twisted, cracked or in any way compromised 
​ Limb pockets show same gap 
​ String in good condition with nocking point set 
​ Buss cables in good condition 
​ Riser in good condition with no cracks, twists etc. 
​ Arrow rest intact and not worn 
​ Lower limb not twisted, cracked or in any way compromised 
​ Cam centered, not bent, twisted, off center and properly strung  

 
ARROW 

​ Nock in arrow and properly aligned 
​ Fletches fully attached and intact 
​ Shaft straight with no bends, cracks or any other compromise (test by bending arrows lightly 

away from body) 
​ Point present and seated fully  

 
RANGE 

​ Range safety signs in place 
​ Range in use signs placed at range access points 
​ Targets at appropriate range for age 

​ Junior Mini 6M 
​ Junior 8M 
​ Middle years/Intermediate 10M 
​ Highschool 12M 

​ Nets fully deployed (first barrier) 
​ Net/wall intact (second barrier) 
​ Shooting line fully visible and properly secured 
​ Quivers in place 
​ No visible range hazards (wasp nests, gopher holes, debris, etc.) 


